
ATTACHMENT FOR THE 

ACTIVE TURNING OF 

COMPOST AND SOIL.

MAXIMUM SURFACE  COVERAGE

OPTIONAL WITH SHREDDING COMB FOR:

OPENING ORGANIC WASTE BAGS

SHREDDING LIGHT GREEN WASTE

IMPROVED SCREENING PERFORMANCE OF SUBSTRATES & SOILS

ROTOR BUCKET
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TECHNICAL DATA:

WHEEL LOADER 
REQUIREMENTS:

Bucket width:
Capacity: 
Dump height: 
Offset: 
Throughput capacity: 
Empty weight: 
Wheel loader coupling:

3.000 mm 
approx. 4 m³ 
up to 5 m 
independent 
approx. 250 m³/h 
approx. 2.300 kg 
ISO 23727

Operating weight: 
Hydraulic oil supply: 
Hydraulic pressure: 
Hydraulic oil flow: 
Case drain line to tank: 
Electrical connection /  
cigarette lighter:

min. 12 t  
3rd control circuit 
min. 250 bar 
min. 100 l/min. 
DN 13 
 
12 volts

BEAR 3000

As wheel loaders may differ in their design, the customer must carry 
out an on-site visibility check.

FASTER DECOMPOSITION

BENEFITS

MAXIMUM THROUGHPUT

BREAKS UP CLUMPS

EASY COMPENSATION FOR COMPOST SHRINKAGE

IMPROVED SCREENING PERFORMANCE

WHEEL LOADER OPERATION

OPERATION

MANUAL / AUTOMATIC CONTROL

SHREDDING COMB
OPENING ORGANIC WASTE BAGS

OPTIONAL EQUIPMENT

INDIVIDUALLY ADJUSTABLE AGGRESSIVENESS

ADDITIONAL DISCHARGE PROTECTION WITH SPRING TINES

MAXIMUM 
PERFORMANCE
IN MINIMUM TIME


